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FumiSpec-Lo is a battery operated portable monitor 
utilizing a highly sensitive non-dispersive infrared 
(NDIR) bench sensor with a long path length to 
measure sulfuryl fluoride (SO F ) in the range of 0-100 2 2

ppm. It is primarily used for leak detection during and 
after the fumigation process and in the clearing 
process following ventilation of a fumigated space or 
dwelling.

The replacable 14.8 V lithium ion, internal battery has a 
best in class 10 hour runtime and an outstanding 48+ 
hour operation in standby. This instrument will enable 
you to go all day on a single charge, reducing the need 
to recharge every 8 hours while allowing you to get 
more accomplished and keep your workers safe.

Uniphos FumiSpec-Lo
Sulfuryl Fluoride Gas Monitor

SALIENT FEATURES:

— Long path length NDIR sensor with an expected lifetime of 5+ years, saving maintenance costs and 
ensuring the safety of the operators in the field.

— Compact, lightweight design, stored in a rugged case for protection during transport.

— Real-time concentrations shown on LCD and captured by the data logger.

— 40 x 2 OLED display for better readability.

— Easy to install sampling probe with dust filter, particularly useful in high dust areas.

— Runtime of at least 10 hours on a full charge on the lithium ion battery, ensures you get a full day of 
operation, optimizing your time.

— Rugged built-in sampling pump that delivers years of reliable service.

— Data logger provides location ID and date/time stamp to positively know where each measurement 
was taken, eliminating guess work.

— Intuitive menu structure using simple, membrane keys below the display.

— User settable audio / visual alarms.

The internal sampling pump operates at 650 ml/min 
ensuring the sample is delivered quickly to the NDIR 
sensor for a fast indication in the presence of SO F .2 2



Due to continuous development, we reserve the right to change specifications without prior notice. 

Specifications Uniphos FumiSpec-Lo SO F  Monitor2 2

Dimensions 16.1 x 5.6 x 5.7 in. / 41 x 14.2 x 14.6 cm

Weight 6.39 lbs. / 2.9 kg 

Temperature Range 32 to 104 °F / 0 to 40 °C

Humidity Range 0 to 95% (non-condensing)

Gas Detected Sulfuryl Flouride (SO F )2 2

Concentration Range 0 – 100 ppm

Resolution 1 ppm

Method of Detection Non-Dispersive Infrared with 300 mm absorption path

Accuracy +/- 2%

Sampling Internal Sample Draw Diaphragm Pump 650 ml/min

Power Source 14.8 V Li-ion replaceable battery pack

Typical Battery Life 10 hours runtime, recharge in 4.5 hours; 48+ hours on standby*

Alarm Level User selectable; flashing red LED

Display Backlit 40 x 2 O-LED display

Data Logging Up to 3,000 samples, includes concentration, date/time

Certification CE, Douglas Products Technical Bulletin - U09-069-114- (05/18) DP

* Not measuring and pump off

UNIPHOS
FumiSpec-Lo

FumiSpec-Lo has a warm-up time of 5 minutes compared to 15-20 minutes or more with the competition. The long 
standby time offered by the battery in the FumiSpec-Lo means it’s not necessary to switch it off until you are done for the 
day. It’s time saving and convenience in one great package.
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